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§228.311

passes through a sleeping compart-
ment, the pathway up to the compart-
ment will be illuminated, but illumina-
tion is not required inside the sleeping
compartment.

(2) Toilet and shower rooms shall
have controlled lighting that will illu-
minate the room to values of at least
10 foot-candles measured at the floor.

(3) Other areas shall have controlled
lighting that will illuminate the room
area to values of at least 30 foot-can-
dles measured at the floor.

(g) Temperature. Each camp car must
be provided with equipment capable of
maintaining a temperature of at least
68 degrees Fahrenheit (F.) during cold
weather and no greater than 75 degrees
F. during hot weather. A temperature
of at least 68 degrees F. during cold
weather and no greater than 75 degrees
F. during hot weather must be main-
tained within an occupied camp car un-
less the equipment is individually con-
trolled by its occupant(s).

(h) Noise control. Noise levels attrib-
utable to noise sources under the con-
trol of the railroad shall not exceed an
Leg(8) value of 556 dB(A), with windows
and doors closed and exclusive of noise
from cooling, heating, and ventilating
equipment, for any 480-minute period
during which the facility is occupied.

§228.311 Minimum space require-
ments, beds, storage, and sanitary
facilities.

(a) Bach camp car used for sleeping
purposes must contain at least 80
square feet of floor space for each occu-
pant, with a maximum of four occu-
pants per car. At least a 7-foot ceiling,
measured at the entrance to the car,
must be provided.

(b) A bed, cot, or bunk for each occu-
pant and suitable lockable storage fa-
cility, such as a lockable wall locker,
or space for a lockable foot locker for
each occupant’s clothing and personal
articles must be provided in every
room used for sleeping purposes. Ex-
cept where partitions are provided,
such beds or similar facilities must be
spaced not closer than 36 inches lat-
erally (except in rail-mounted modular
units, where the beds shall be spaced
not closer than 30 inches, and highway
trailer units, where the beds shall be
spaced not closer than 26 inches) and 30
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inches end to end, and must be elevated
at least 12 inches from the floor. Multi-
deck bunks, multi-deck bunk beds, and
multi-deck similar facilities may not
be used.

(¢) Unless otherwise provided by a
collective bargaining agreement, clean
linens must be provided to each occu-
pant.

(d) In a camp car where occupants
cook, live, and sleep, a minimum of 120
square feet of floor space per occupants
must be provided. Sanitary facilities
must be provided for storing and pre-
paring food. See also §228.325.

§228.313 Electrical system require-
ments.

(a) All heating, cooking, ventilation,
air conditioning, and water heating
equipment must be installed in accord-
ance with an industry-recognized
standard. Upon request by FRA, the
railroad must identify the industry-
recognized standard that it utilizes and
establish its compliance with that
standard.

(b) All electrical systems installed,
including external electrical supply
connections, must be compliant with
an industry-recognized standard. Upon
request by FRA, the railroad must
identify the industry-recognized stand-
ard that it utilizes and establish its
compliance with that standard.

(c) Each occupied camp car shall be
equipped with or serviced by a safe and
working HVAC system.

§228.315 Vermin control.

Camp cars shall be constructed,
equipped, and maintained to prevent
the entrance or harborage of rodents,
insects, or other vermin. A continuing
and effective extermination program
shall be instituted where the presence
of vermin is detected.

§228.317 Toilets.

(a) Number of toilets provided. Each in-
dividual camp car that provides sleep-
ing facilities must have one room with
a functional toilet for a total of one or
two occupants, and one additional
room with a functional toilet if there
are a total of three or four occupants.

(b) Construction of toilet rooms. Each
toilet room must occupy a separate
compartment with a door that latches

482



		Superintendent of Documents
	2015-02-24T11:44:37-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




